## CARLTON CONSERVATION STUDY BUILDING IDENTIFICATION FORM

NIGEL LEWIS AND ASSOCIATES
1984
Nigel Lewis Richard Aitken
BUILDING ADDRESS $74,76,78,30,82,84,86,88$ Curthin IT




### 3.3.1 Introduction

The general aninciale behind this section is to try to reduce the impact of additions to existing buildings that contribute to the built heritage of South Carlton.

It is obviously oesirable to conceal all adoitions but this as not always oossible. Accorcinaly these quicielines attemot to address some of the oroblems that may be encountered in this resoect. Furthermore many aeoble now believe that the desion of rear aiterations should also narmonise with the overali character of the house anc not reoresent a 19805 transoiant on to a totally different style.

A11 extensions and alterations visible from the street shoula be designed to complement the character of the building. Identical. or contemporary materials should be used, and existing winctow and door prooortions respected. However exact reoetition of historic detailing may not be aporopriate in many situations.

It is also desirable that rear additions visible from the street be in identical or compatible materials which comolement the character of the building. Roof oitch and wincow openimgs to extensions not visible from the street are less important and are at the discretion of the property owner.

Extensions to buldings on street corners should incorporate compatible design elements and should continue the materials and elements of the front section of the building onto the visible side facade.

### 3.3.2 Approach

The degree of hamony with which a building extension or major alteration should biend in with the building, or indeed the surrouncing area, should be antiuenced by the architectural quality of the buidoing or the area in which it is jocateo.

For examole $A$ anc B Category Buildings (recommenced for possible designation under the Register of the National Estate or Historic. Euildings Fegister) should be approached in a very sympathetic manmer. matching or complementary forms, materials and finishes should be the oroad objective for any new work: furthermore such new work should oe concealed from view from adjacent roacways wherever possible. Refer to Section 3.5 which covers restoration materials and building elements for an approach to matching forms and materials; details in the Building Envelope Guidelines help provide some means by which extensions can be concealed.

